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TEXO"® HVAC

DESCRIPTION AND APPLICATION I

ALUTEX is lightweight flexible non-insulated air duct made of multilayer, polyester laminated aluminium foil reinforced
with spiral high tension steel wire. Due to its exceptional flexibility can be easy installed on round and oval connectors.

ALUTEX is made for low and medium preassure ventilation systems.

& Application temperature: from -30 °Cto + 140 °C G Diameters: from 82 mm to 508 mm —> Length:10m
# Ar.Code: A + construction + di length [((Q ¢ ions: 11 (P/AL), 12 (P/2xAl), 22 (2xP/2xAl), 23 (2xP/3xAl) i Color: silver
Internal diameter @=D Name Standard length

/mm/ /m/

82 ALUTEX 10

102 ALUTEX 10

112 ALUTEX 10

120 ALUTEX 10

127 ALUTEX 10

133 ALUTEX 10

140 ALUTEX 10

152 ALUTEX 10

160 ALUTEX 10

165 ALUTEX 10

185 ALUTEX 10

203 ALUTEX 10

229 ALUTEX 10

254 ALUTEX 10

280 ALUTEX 10

305 ALUTEX 10

315 ALUTEX 10

356 ALUTEX 10

406 ALUTEX 10

457 ALUTEX 10

508 ALUTEX 10
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TEXO"® HVAC

DESCRIPTION AND APPLICATION I

POLYTEX is lightweight flexible non-insulated air duct made from multilayer, metalized polyester laminated foil reinforced
with spiral high tension steel wire. Due to its exceptional flexibility can be easy installed on round and oval connectors.

POLYTEX is made for low and medium preassure ventilation systems.

& Application temperature : from-30 °Cto+70 °C O Diameters: from 82 mm to 508 mm — Length:10m
# Ar.Code: P+ construction + diameter/length ((( Construction: 20 (2xMET.P) ] Color: silver
Internal diameter @=D Name Standard length

/mm/ /m/

82 POLYTEX 10

102 POLYTEX 10

112 POLYTEX 10

120 POLYTEX 10

127 POLYTEX 10

133 POLYTEX 10

140 POLYTEX 10

152 POLYTEX 10

160 POLYTEX 10

165 POLYTEX 10

185 POLYTEX 10

203 POLYTEX 10

229 POLYTEX 10

254 POLYTEX 10

280 POLYTEX 10

305 POLYTEX 10

315 POLYTEX 10

356 POLYTEX 10

406 POLYTEX 10

457 POLYTEX 10

508 POLYTEX 10
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TEXOFLEX COMBI

DESCRIPTION AND APPLICATION

TEXO"® HVAC

TEXOFLEX COMBI is a flexible duct distinguished by its hardness, high flexibility and extremely strong multi-layer walls

and it is designed for various application fields. The duct is made of multi-layer polyester laminated aluminium and PVC

foil reinforced with high tension steel wire. Due to its exceptional flexibility can be easy installed to round and oval connectors.

TEXOFLEX COMBI is made for low and medium preassure ventilation systems.

& Application temperature: from-30 “C to +140 °C

# Ar. Code: C+ contruction + color + diameter / length

C  Diameters: from 82to 508 mm — Length: 10m

((C Constructions: 11 (AL/P); 23 (3xAL/2xP) ] Color: B-Black, G-Grey

linternal diameter @=D Name

/mm/

82 TEXOFLEX COMBI
102 TEXOFLEX COMBI
112 TEXOFLEX COMBI
120 TEXOFLEX COMBI
127 TEXOFLEX COMBI
133 TEXOFLEX COMBI
140 TEXOFLEX COMBI
152 TEXOFLEX COMBI
160 TEXOFLEX COMBI
165 TEXOFLEX COMBI
185 TEXOFLEX COMBI
203 TEXOFLEX COMBI
229 TEXOFLEX COMBI
254 TEXOFLEX COMBI
280 TEXOFLEX COMBI
305 TEXOFLEX COMBI
315 TEXOFLEX COMBI
356 TEXOFLEX COMBI
406 TEXOFLEX COMBI
457 TEXOFLEX COMBI
508 TEXOFLEX COMBI
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Length
Im/

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
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TEXO"® HVAC

1111

DESCRIPTION AND APPLICATION I

TEXOFLEX -AL is made of single layer corrugated aluminium AL 99,5 resistant to moisture.
Duct is designed for the installation into the existing or new ventilation systems and ventilation of wet

environments. Due to transport and dimensional stability the duct can be compressed to approx. 1/3 of its length.

& Application temperature: from -30 °Cto +200 °C © Diameters: from 80 mm to 400 mm — Length: 3m
“other lengths up on

# Ar.Code: TAL + diameter/length | Color: silver request (max 10m).
Internal diameter @=D Name Standard length

/mm/ Im/

80 TEXOFLEX AL 3

90 TEXOFLEX AL 3

100 TEXOFLEX AL 3

110 TEXOFLEX AL 3

120 TEXOFLEX AL 3

125 TEXOFLEX AL 3

130 TEXOFLEX AL 3

135 TEXOFLEX AL 3

140 TEXOFLEX AL 3

150 TEXOFLEX AL 3

160 TEXOFLEX AL 3

170 TEXOFLEX AL 3

180 TEXOFLEX AL 3

190 TEXOFLEX AL 3

200 TEXOFLEX AL 3

220 TEXOFLEX AL 3

250 TEXOFLEX AL 3

300 TEXOFLEX AL 3

315 TEXOFLEX AL 3

350 TEXOFLEX AL 3

400 TEXOFLEX AL 3
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TEXOFLEX AL STRETCH TEXDO® HVAC

DESCRIPTION AND APPLICATION I

TEXOFLEX AL STRETCH is a semi-flexible duct, constructed from one layer of corrugated aluminium, AL 99.5 resistant to moisture.
TEXOFLEX AL STRETCH is designed for ventilation of wet environments, suitable for air conditioning systems and mechanical
air supply systems in systems where fumes are extracted.

Due to transport and dimensional stability the duct can be compressed to approx. 1/3 of its length.

& Application temperature : from -30 °Cto +200 °C O Diameters: from 80 mm to 635 mm — Lengths:3m
“other lengths up on
# Ar.Code: TALS + diameter/length ] Color: silver request (max 10m).
Internal diameter @=D Name Standard length
/mm/ Im/
80 TEXOFLEX AL STRETCH 3
90 TEXOFLEX AL STRETCH 3
100 TEXOFLEX AL STRETCH 3
110 TEXOFLEX AL STRETCH 3
120 TEXOFLEX AL STRETCH 3]
125 TEXOFLEX AL STRETCH 3
127 TEXOFLEX AL STRETCH 3
130 TEXOFLEX AL STRETCH 3
140 TEXOFLEX AL STRETCH 3
150 TEXOFLEX AL STRETCH 3
160 TEXOFLEX AL STRETCH 3
180 TEXOFLEX AL STRETCH 3
200 TEXOFLEX AL STRETCH 3
229 TEXOFLEX AL STRETCH 3
250 TEXOFLEX AL STRETCH 3
280 TEXOFLEX AL STRETCH 3
300 TEXOFLEX AL STRETCH 3
315 TEXOFLEX AL STRETCH 3
356 TEXOFLEX AL STRETCH 3
380 TEXOFLEX AL STRETCH 3
406 TEXOFLEX AL STRETCH 3
457 TEXOFLEX AL STRETCH 3
508 TEXOFLEX AL STRETCH 3
510 TEXOFLEX AL STRETCH 3
558 TEXOFLEX AL STRETCH 3
610 TEXOFLEX AL STRETCH 3
635 TEXOFLEX AL STRETCH 3
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TEXOFLEX RF/ TEXOFLEX RFD TEXDO® HVAC

DESCRIPTION AND APPLICATION I

TEXOFLEX-RF / TEXOFLEX-RFD are ducts made of stainless steel AlSI 316 Ti. The TEXOFLEX-RF is made of one layer corrugated
stainless steel material AlSI 316 Ti and TEXOFLEX-RFD is made of two layers corrugated stainless steel material AISI 316 Ti.

With TEXOFLEX-RFD duct, the outer side is corrugated, inside is smooth and allowing easier cleaning and maintenance.
TEXOFLEX-RF / TEXOFLEX-RFD ducts are installed in existing chimneys, ground and multi-storey buildings, for

the removal of combustion products. In order to be built into existing chimneys, they must be in good condition and made
within the standard. It protects the existing chimneys from the risk of condensation that occurs inside the chimney

and allows their good sealing.

& Application temperature: from-30 °Cto +450 °C C Diameters: from 80 mm to 400 mm = Lengths: 1m,1.5m,2m,5m, 10m

# Ar. Code: TRF + diameter/lenght; TRFD + diameter/length ] Color: silver

Internal diameter @=D Name Standard length
/mm/ /m/

80 TEXOFLEX RF/TEXOFLEX RFD 1/15/2/5/10
90 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
100 TEXOFLEX RF/ TEXOFLEX RFD 1/1.5/2/5/10
110 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
120 TEXOFLEX RF/TEXOFLEX RFD 1/15/2/5/10
125 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
130 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
140 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
150 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
160 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
170 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
180 TEXOFLEX RF/ TEXOFLEX RFD 1/1.5/2/5/10
190 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
200 TEXOFLEX RF/ TEXOFLEX RFD 1/1.5/2/5/10
220 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
230 TEXOFLEX RF/TEXOFLEX RFD 1/15/2/5/10
250 TEXOFLEX RF/TEXOFLEX RFD 1/15/2/5/10
300 TEXOFLEX RF/TEXOFLEX RFD 1/15/2/5/10
315 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
350 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
400 TEXOFLEX RF/ TEXOFLEX RFD 1/15/2/5/10
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TEXOFLEX WHITE PVC / TEXOFLEX GREY PVC TEXDO® HVA

1 '

DESCRIPTION AND APPLICATION I

TEXOFLEX PVCis a lightweight, flexible, non-insulated duct designed for the installation into the existing and
new ventilation systems. It is made of PVC foil, reinforced with spiral high tension steel wire.
Due to its exceptional flexibility can be easy installed on round and oval connectors.

TEXOFLEX PVC is made for low and medium preassure ventilation systems.

& Application temperature: from-20°Cto +70°C O Diameters: from 82 mm to 315 mm —> Lengths: 6m,10m,15m
#  Ar.Code: TPVC + Color + diameter/length ﬂ Color: W-white, G-grey

Internal diameter @=D Name Standard length

/mm/ Im/

82 TEXOFLEX WHITE / GREY PVC 6/10/15

90 TEXOFLEX WHITE / GREY PVC 6/10/15

102 TEXOFLEX WHITE / GREY PVC 6/10/15

112 TEXOFLEX WHITE / GREY PVC 6/10/15

120 TEXOFLEX WHITE / GREY PVC 6/10/15

127 TEXOFLEXWHITE / GREY PVC 6/10/15

152 TEXOFLEX WHITE / GREY PVC 6/10/15

160 TEXOFLEX WHITE / GREY PVC 6/10/15

180 TEXOFLEX WHITE / GREY PVC 6/10/15

203 TEXOFLEX WHITE / GREY PVC 6/10/15

254 TEXOFLEXWHITE / GREY PVC 6/10/15

305 TEXOFLEX WHITE / GREY PVC 6/10/15

315 TEXOFLEX WHITE / GREY PVC 6/10/15
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TEXOFLEX WHITE 1/TEXOFLEX GREY 1 )
TEXOFLEX BLUE 1/ TEXOFLEX BLACK 1 TEXDO® HVAC

DESCRIPTION AND APPLICATION I

TEXOFLEX 1 duct is made of polyester fabric, both sided coated with self-extinguishing PVC reinforced with spiral
high tension steel wire. Due to its exceptional flexibility can be easy installed on round and oval connectors.

TEXOFLEX 1 is made for low and medium pressure ventilation and aspiration.

& Application temperature : from -25 °Cto +70 °C O Diameters: from 82 mm to 635 mm —> Lengths: 3m,6m,10m
#  Ar.Code: TP -+ Color -+ diameter/length l Color: G-grey, B-blue, D-black, W-white

Internal diameter @=D Name Standard length

/mm/ Im/

82 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

90 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE1 3/6/10

102 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

112 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

120 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

127 TEXOFLEX WHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

133 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

140 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

152 TEXOFLEX WHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

165 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

185 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

203 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

229 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

254 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

280 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

305 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

315 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

356 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

406 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

457 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

508 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

560 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

610 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10

635 TEXOFLEXWHITE 1/GREY 1/BLACK 1/BLUE 1 3/6/10
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TEXOFLEX GREY 2 / TEXOFLEX BLUE 2 / TEXOFLEX BLACK 2 TEXDO® HVAC

DESCRIPTION AND APPLICATION I

TEXOFLEX 2 duct is made of glass fabric, both sided coated self-extinguishing PVC, reinforced with high tension steel wire.
Due to its exceptional flexibility can be easy installed on round and oval connectors.

TEXOFLEX 2 is made for low and medium pressure ventilation and aspiration.

& Application temperature : from -25 °Cto +70 °C O Diameters: from 82 mm to 635 mm —> Lengths: 3m,6m,10m
#  Ar. Code: TG -+ Color -+ diameter/length ] Color: G-grey, B-blue, D-black

Internal diameter @=D Name Standard length

/mm/ Im/

82 TEXOFLEX GREY 2/ BLACK 2 /BLUE 2 3/6/10

90 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

102 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

112 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

120 TEXOFLEX GREY 2/ BLACK 2 /BLUE 2 3/6/10

127 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

133 TEXOFLEX GREY 2/ BLACK 2 /BLUE 2 3/6/10

140 TEXOFLEX GREY 2/ BLACK 2 / BLUE 2 3/6/10

152 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

165 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

185 TEXOFLEX GREY 2/ BLACK 2 /BLUE 2 3/6/10

203 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

229 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

254 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

280 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

305 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

315 TEXOFLEX GREY 2/ BLACK 2 /BLUE 2 3/6/10

356 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

406 TEXOFLEX GREY 2/ BLACK 2 /BLUE 2 3/6/10

457 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

508 TEXOFLEX GREY 2/BLACK 2/BLUE 2 3/6/10

560 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

610 TEXOFLEX GREY 2/BLACK 2 /BLUE 2 3/6/10

635 TEXOFLEX GREY 2/ BLACK 2 /BLUE 2 3/6/10
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1ZOTEX TEXDO® HVAC

DESCRIPTION AND APPLICATION I

1ZOTEX is made of ALUTEX inner duct as the basic duct, thermal insulation of glass wool 25 mm thick

and external jacket made of polyester laminated aluminium foil.

Due to its exceptional flexibility it is easy to install on circular and oval connectors.

1ZOTEX is lightweight, flexible, thermally insulated duct designed for the installation in ventilation and air
conditionig systems.

& Application temperature: from-30 °Cto +140°C C  Diameters: from 82 mm to 508 mm — Length: 10m

# Ar.Code: A+ construction+ | + glass wool color + 25) + diameter/length  ((C Constructions: 11 (P/AL), 12 (P/2xAl), 21 (2xP/Al), 22 (2xP/2xAl), 23 (2xP/3xAl)

1 Color:silver 1 Glass wool color: Y-yellow, G-green, P-pink

Internal diameter Name Standard length

@=D/mm/ /m/

82 1ZOTEX 10

102 1ZOTEX 10

112 1ZOTEX 10

120 1ZOTEX 10

127 IZOTEX 10

133 1ZOTEX 10

140 1ZOTEX 10

152 1ZOTEX 10

160 IZOTEX 10

165 IZOTEX 10

185 1ZOTEX 10

203 1ZOTEX 10

229 1ZOTEX 10

254 IZOTEX 10

280 IZOTEX 10

305 1ZOTEX 10

315 IZOTEX 10

356 1ZOTEX 10

406 IZOTEX 10

457 1ZOTEX 10

508 IZOTEX 10
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DESCRIPTION AND APPLICATION I

POLYTEX IZO is made of POLYTEX inner duct as the basic duct, thermal insulation of glass wool 25 mm thick and

external jacket is made of metalized polyester laminated foil. Due to its exceptional flexibility it is easy to install on circular
and oval connectors.

POLYTEX 1ZO is a lightweight, flexible, thermally insulated duct designed for the installation in ventilation

and air conditionig systems.

& Application temperature : from-30°Cto +70°C C Diameters: from 82 mm to 508 mm — Length:10m
# Ar.Code: P+ construction + | +Y25) + diameter/length ((( Construction: 20 (P/MET.P) ] Color: silver 1 Glass wool color: Y-yellow
Internal diameter @=D Name Standard length

Imm/ /m/

82 POLYTEX 1ZO 10

102 POLYTEX IZO 10

112 POLYTEX IZO 10

120 POLYTEX IZO 10

127 POLYTEX [ZO 10

133 POLYTEX IZO 10

140 POLYTEX IZO 10

152 POLYTEX 1ZO 10

160 POLYTEX IZO 10

165 POLYTEX IZO 10

185 POLYTEX IZO 10

203 POLYTEX IZO 10

229 POLYTEX IZO 10

254 POLYTEX IZO 10

280 POLYTEX IZO 10

305 POLYTEX IZO 10

315 POLYTEX IZO 10

356 POLYTEX IZO 10

406 POLYTEX IZO 10

457 POLYTEX IZO 10

508 POLYTEX 1ZO 10
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DESCRIPTION AND APPLICATION I

IZOTEX D is made of aluminium polyester laminated inner duct, as the basic duct, thermal insulation of
glass wool 25 mm thick and external jacket made of aluminium and polyester laminated duct.

Due to its exceptional flexibility it is easy to install on circular and oval connectors.

IZOTEX D is a lightweight, flexible, thermally insulated duct designed for the installation inventilation and air

conditioning systems.

& Application temperature : from-30 °Cto +140 °C C Diameters: from 82 mm to 406 mm —> Length: 10m
# Ar. Code: A231Y25D + diameter/length ] Color: silver ] Glass wool color: Y-yellow
Internal diameter @=D Name Standard length

/mm/ Im/

82 IZOTEXD 10

102 IZOTEXD 10

112 IZOTEXD 10

120 IZOTEXD 10

127 IZOTEXD 10

133 IZOTEXD 10

140 IZOTEXD 10

152 IZOTEXD 10

160 IZOTEXD 10

165 IZOTEXD 10

185 1IZOTEXD 10

203 IZOTEXD 10

229 IZOTEXD 10

254 IZOTEXD 10

280 IZOTEXD 10

305 IZOTEXD 10

315 IZOTEXD 10

356 IZOTEXD 10

406 IZOTEXD 10
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DESCRIPTION AND APPLICATION

IZOTEX PVC is made of TEXOFLEX WHITE PVC as the basic duct, thermal insulation of glass wool 25 mm thick and external

jacket made of polyethylene. Due to its exceptional flexibility it is easy to install on circular and oval connectors.

1ZOTEX PVC is a lightweight, flexible, thermally insulated duct designed for the installation in ventilation and air

conditionig systems.

& Application temperature : from-20°Cto +70°C

# Ar. Code: PVCWI25PEM + diameter/length

C Diameters: from 82 mm to 315 mm — Lengths:6m, 10m

] Color: grey 1 Glass wool color: Y-yellow

Internal diameter @=D
Imm/

82

90

102
112
120
127
152
160
180
203
254
305
315

TEHNOEXPORT

Name

IZOTEX PVC
IZOTEX PVC
IZOTEX PVC
IZOTEX PVC
IZOTEX PVC
IZOTEX PVC
IZOTEX PVC
IZOTEX PVC
IZOTEX PVC
IZOTEX PVC
1ZOTEX PVC
1IZOTEX PVC
IZOTEX PVC

Standard length
Im/

6/10
6/10
6/10
6/10
6/10
6/10
6/10
6/10
6/10
6/10
6/10
6/10
6/10

TEHNOEXPORT D.0.0. / SERBIA, INDJLJA, Jovana Popovica 43
15 tel. 4381 (0) 22/553-453, 560-723; fax 561-417
e-mail: t.com, www. t.com




TEXO"® HVAC
.

DESCRIPTION AND APPLICATION I

IZOTEX 1 is made of polyester fabric, both sided coated with self-extinguishing PVC as the basic duct, thermal

insulation of glass wool 25 mm thick and external jacket made of polyethylene. Due to its exceptional flexibility it is easy
to install on circular and oval connectors.

IZOTEX 1 is a lightweight, flexible, thermally insulated duct designed for the installation in ventilation and air

conditionig systems.

& Application temperature : from-20°Cto +70°C C  Diameters: from 82 mm to 508 mm —> Lengths: 6m,10m
#  Ar.Code:TPG1I25YPE + diameter/length | Color: grey ] Glass wool color: Y-yellow
Internal diameter @=D Name Standard length
/mm/ /m/
82 IZOTEX 1 6/10
90 IZOTEX 1 6/10
102 IZOTEX 1 6/10
112 IZOTEX 1 6/10
120 IZOTEX 1 6/10
127 IZOTEX 1 6/10
133 IZOTEX 1 6/10
140 IZOTEX 1 6/10
152 IZOTEX 1 6/10
165 IZOTEX 1 6/10
185 1IZOTEX 1 6/10
203 IZOTEX 1 6/10
229 IZOTEX 1 6/10
254 IZOTEX 1 6/10
280 1IZOTEX 1 6/10
305 IZOTEX 1 6/10
315 IZOTEX 1 6/10
356 IZOTEX 1 6/10
406 1IZOTEX 1 6/10
457 1ZOTEX 1 6/10
508 1ZOTEX 1 6/10
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IZOTEX COMBI BLACK /IZOTEX COMBI GREY TEXDO® HVAC

DESCRIPTION AND APPLICATION I

IZOTEX COMBI is made of aluminium and polyester laminated inner duct, as the basic duct, thermal insulation of
glass wool 25 mm thick and external jacket fmade of aluminium and polyester laminated duct additionaly protected with PVC.
1ZOTEX COMBI is a lightweight, flexible, thermally insulated duct designed for the installation in ventilation

and air conditioning systems. Due to its exceptional flexibility it is easy to install on circular and oval connectors.

& Application temperature : from -30 °Cto +140 °C C  Diameters: from 82 mm to 406 mm — Length: 10m
#  Ar.Code: A231Y25DC + Color + diameter/length ! Color: D-black, G-grey ] Glass wool color: Y-yellow

Internal diameter @=D Name Standard length

/mm/ Im/

82 IZOTEX BLACK COMBI / GREY COMBI 10

102 1ZOTEX BLACK COMBI / GREY COMBI 10

112 1ZOTEX BLACK COMBI / GREY COMBI 10

120 1ZOTEX BLACK COMBI / GREY COMBI 10

127 IZOTEX BLACK COMBI / GREY COMBI 10

133 IZOTEX BLACK COMBI / GREY COMBI 10

140 IZOTEX BLACK COMBI / GREY COMBI 10

152 IZOTEX BLACK COMBI / GREY COMBI 10

160 1ZOTEX BLACK COMBI / GREY COMBI 10

165 IZOTEX BLACK COMBI / GREY COMBI 10

185 1IZOTEX BLACK COMBI / GREY COMBI 10

203 IZOTEX BLACK COMBI / GREY COMBI 10

229 1ZOTEX BLACK COMBI / GREY COMBI 10

254 IZOTEX BLACK COMBI / GREY COMBI 10

280 1ZOTEX BLACK COMBI / GREY COMBI 10

305 1ZOTEX BLACK COMBI / GREY COMBI 10

315 IZOTEX BLACK COMBI / GREY COMBI 10

356 IZOTEX BLACK COMBI / GREY COMBI 10

406 IZOTEX BLACK COMBI / GREY COMBI 10
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TEXO"® HVAC

DESCRIPTION AND APPLICATION I

SONOTEX is made of perforated ALUTEX inner duct as the basic duct, thermal insulation of glass wool

25 mm thick and external jacket made of polyester laminated aluminium foil. Due to its exceptional flexibility
it is easy to install on circular and oval connectors.

SONOTEX is a lightweight, flexible, acoustically insulated duct designed for the installation in ventilation

and air conditionig systems.

& Application temperature: from -30 °Cto +140 °C C  Diameters: from 82 mm to 508 mm = Length: 10m

# Ar.Code: A+ construction + S + glass wool color + 25) + diameter/length  ((( Constructions: 11 (P/AL), 12 (P/2xAl), 21 (2xP/AI), 22 (2xP/2xAl), 23 (2xP/3xAl)

] Color: silver 1 Glass wool color: Y-yellow, G-green, P-pink

Internal diameter Name Standard length

@=D/mm/ /m/

82 SONOTEX 10

102 SONOTEX 10

112 SONOTEX 10

120 SONOTEX 10

127 SONOTEX 10

133 SONOTEX 10

140 SONOTEX 10

152 SONOTEX 10

160 SONOTEX 10

165 SONOTEX 10

185 SONOTEX 10

203 SONOTEX 10

229 SONOTEX 10

254 SONOTEX 10

280 SONOTEX 10

305 SONOTEX 10

315 SONOTEX 10

356 SONOTEX 10

406 SONOTEX 10

457 SONOTEX 10

508 SONOTEX 10
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TEXO"® HVAC

DESCRIPTION AND APPLICATION I

SONOTEX NW is made of Non-Woven anti-bacterial inner duct as the basic duct, thermal insulation of glass wool 25 or 50 mm
thick and external jacket made of polyester laminated aluminium foil. Due to its exceptional flexibility it is easy to install

on circular and oval connectors,

SONOTEX NW is a lightweight, flexible, acoustically insulated duct designed for the installation in ventilation

and air conditionig systems.

& Application temperature : from-30 °Cto-+140 °C C  Diameters: from 82 mm to 457 mm — Length: 10m
##  Ar.Code: NWSY(X)] + diameter/length I Color: silver ] Wool color: Y-yellow

Internal diameter @=D Name Standard length

/mm/ Im/

82 SONOTEX (X) NW 10

102 SONOTEX (X) NW 10

127 SONOTEX (X) NW 10

133 SONOTEX (X) NW 10

152 SONOTEX (X) NW 10

160 SONOTEX (X) NW 10

185 SONOTEX (X) NW 10

203 SONOTEX (X) NW 10

229 SONOTEX (X) NW 10

254 SONOTEX (X) NW 10

280 SONOTEX (X) NW 10

305 SONOTEX (X) NW 10

325 SONOTEX (X) NW 10

356 SONOTEX (X) NW 10

406 SONOTEX (X) NW 10

457 SONOTEX (X) NW 10

(X) = glass wool thickness (25) or (50)
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SONOTEX BLACK COMBI / SONOTEX GREY COMBI TEXDO® HVAC

DESCRIPTION AND APPLICATION I

SONOTEX COMBI is made of perforated aluminium and polyester laminated inner duct, as the basic duct, thermal insulation of
glass wool 25 mm thick and external jacket made of aluminium and polyester laminated duct additionaly protected with PVC.
SONOTEX COMBI is a lightweight flexible, acoustically insulated duct designed for the installation in ventilation

and air conditioning systems. Due to its exceptional flexibility it is easy to install on circular and oval connectors.

& Application temperature : from-30 °Cto +140°C O Diameters: from 82 mm to 508 mm — Length: 10m
#  Ar.Code: A235Y25DC-+Color+ diameter/length ] Color: D-black, G-grey J Glass wool color: Y-yellow

Internal diameter @=D Name Standard length

/mm/ Im/

82 SONOTEX BLACK COMBI / GREY COMBI 10

102 SONOTEX BLACK COMBI/ GREY COMBI 10

112 SONOTEX BLACK COMBI / GREY COMBI 10

120 SONOTEX BLACK COMBI / GREY COMBI 10

127 SONOTEX BLACK COMBI / GREY COMBI 10

133 SONOTEX BLACK COMBI / GREY COMBI 10

140 SONOTEX BLACK COMBI / GREY COMBI 10

152 SONOTEX BLACK COMBI / GREY COMBI 10

160 SONOTEX BLACK COMBI / GREY COMBI 10

165 SONOTEX BLACK COMBI / GREY COMBI 10

185 SONOTEX BLACK COMBI / GREY COMBI 10

203 SONOTEX BLACK COMBI / GREY COMBI 10

229 SONOTEX BLACK COMBI / GREY COMBI 10

254 SONOTEX BLACK COMBI / GREY COMBI 10

280 SONOTEX BLACK COMBI / GREY COMBI 10

305 SONOTEX BLACK COMBI / GREY COMBI 10

315 SONOTEX BLACK COMBI / GREY COMBI 10

356 SONOTEX BLACK COMBI/ GREY COMBI 10

406 SONOTEX BLACK COMBI/ GREY COMBI 10

457 SONOTEX BLACK COMBI / GREY COMBI 10

508 SONOTEX BLACK COMBI / GREY COMBI 10
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TEXO"® HVAC

DESCRIPTION AND APPLICATION I

SONOTEX D is made of perforated aluminium and polyester laminated inner duct, as the basic duct, thermal insulation
of glass wool 25 mm thick and external jacket made of aluminium and polyester laminated duct. Due to its exceptional
flexibility it is easy to install on circular and oval connectors.

SONOTEX D is a lightweight, flexible, acoustically insulated duct designed for the installation in ventilation

and air conditionig systems.

& Application temperature : from-30 °Cto +140 °C C Diameters: from 82 mm to 508 mm = Length:10m
# Ar.Code: A235Y25D + diameter/length ] Color: silver ] Glass wool color: Y-yellow
Internal diameter @=D Name Standard length

/mm/ Im/

82 SONOTEXD 10

102 SONOTEXD 10

112 SONOTEX D 10

120 SONOTEXD 10

127 SONOTEXD 10

133 SONOTEX D 10

140 SONOTEXD 10

152 SONOTEXD 10

160 SONOTEXD 10

165 SONOTEXD 10

185 SONOTEX D 10

203 SONOTEX D 10

229 SONOTEXD 10

254 SONOTEXD 10

280 SONOTEXD 10

305 SONOTEX D 10

315 SONOTEXD 10

356 SONOTEX D 10

406 SONOTEX D 10

457 SONOTEX D 10

508 SONOTEXD 10
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TEXODAMP SONO

DESCRIPTION AND APPLICATION I

TEXODAMP SONO is a flexible sound attenuator, consisting of inner duct made from Alutex as basic duct, covered with thermal
insulation of glass wool 25 mm thick The external surface of the duct is covered with jacket made of polyester laminated
aluminium foil. Both ends are taped to provide easy connection.

TEXODAMP SONO is designed for installation in ventilation and air conditioning systems to prevent condensation, loss of energy

and to reduce noise.

& Application temperature : from-30 °Cto +140 °C C Diameters: from 82 mm to 406 mm — lengths:0.6m, 1m

4 Ar.Code: D+construction +Y25) + diameter / length  ((C Constructions: 11 (P/AL), 12 (P/2xAl), 22 (2xP/2xAl), 23 (2xP/3xAl) ] Color: silver

Internal diameter @=D  Name Standard length

/mm/ I/m

82 TEXODAMP SONO 06/1

102 TEXODAMP SONO 06/1

127 TEXODAMP SONO 06/1

152 TEXODAMP SONO 06/1

160 TEXODAMP SONO 06/1

180 TEXODAMP SONO 06/1

203 TEXODAMP SONO 06/1

254 TEXODAMP SONO 06/1

305 TEXODAMP SONO 06/1

315 TEXODAMP SONO 06/1

356 TEXODAMP SONO 06/1

406 TEXODAMP SONO 06/1
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TEXODAMP SONO NW

DESCRIPTION AND APPLICATION I

TEXODAMP SONO NW is a flexible sound attenuator, consisting of inner duct made of Non-Woven anti-bacterial material, covered
with thermal insulation of glass wool 25 mm thick . The external surface of the duct is covered with jacket made of

polyester laminated aluminium foil. Both ends are taped to provide easy connection.

TEXODAMP SONO NW is designed for installation in ventilation and air conditioning systems to prevent condensation, loss of energy

and to reduce noise.
& Application temperature : from-30 °Cto +140 °C C Diameters: from 82 mm to 406 mm > lengths: 0.6m, 1m
£ Ar.Code: DNWSY25) + diameter / length u Color: silver
Internal diameter @=D  Name Standard length
/mm/ /m
82 TEXODAMP SONO NW 06/1
102 TEXODAMP SONO NW 06/1
127 TEXODAMP SONO NW 06/1
152 TEXODAMP SONO NW 06/1
160 TEXODAMP SONO NW 06/1
180 TEXODAMP SONO NW 06/1
203 TEXODAMP SONO NW 06/1
254 TEXODAMP SONO NW 06/1
305 TEXODAMP SONO NW 06/1
315 TEXODAMP SONO NW 06/1
356 TEXODAMP SONO NW 06/1
406 TEXODAMP SONO NW 06/1
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TEXODAMP BLACK COMBI / )
TEXODAMP GREY COMBI TEXDO® HVAC

DESCRIPTION AND APPLICATION I

TEXODAMP COMBI is a sound attenuator made of perforated aluminium and polyester laminated inner duct, as the basic duct,
thermal insulation of glass wool 25 mm thick and external jacket made of aluminium and polyester laminated

duct additionaly protected with PVC. Both ends are taped to provide easy connection.

TEXODAMP COMBI is a lightweight, flexible, thermally insulated sound attenuator designed for the installation

in ventilation and air conditioning systems. Due to its exceptional flexibility it is easy to install on circular and oval connectors.

& Application temperature : from -30 °Cto +140 °C O Diameters: from 82 mm to 406 mm —> Lengths:0.6m, 1m
# Ar.Code: DA235Y25DC + Color + diameter/length ] Color: D-black, G-grey

Internal diameter @=D Name Standard length

Imm/ Im/

82 SONOTEX BLACK COMBI / GREY COMBI 06/1

102 SONOTEX BLACK COMBI / GREY COMBI 06/1

112 SONOTEX BLACK COMBI / GREY COMBI 06/1

120 SONOTEX BLACK COMBI / GREY COMBI 06/1

127 SONOTEX BLACK COMBI / GREY COMBI 06/1

133 SONOTEX BLACK COMBI / GREY COMBI 06/1

140 SONOTEX BLACK COMBI / GREY COMBI 06/1

152 SONOTEX BLACK COMBI / GREY COMBI 06/1

160 SONOTEX BLACK COMBI / GREY COMBI 06/1

165 SONOTEX BLACK COMBI / GREY COMBI 0.6/1

185 SONOTEX BLACK COMBI / GREY COMBI 06/1

203 SONOTEX BLACK COMBI/ GREY COMBI 06/1

229 SONOTEX BLACK COMBI / GREY COMBI 06/1

254 SONOTEX BLACK COMBI / GREY COMBI 06/1

280 SONOTEX BLACK COMBI / GREY COMBI 06/1

305 SONOTEX BLACK COMBI / GREY COMBI 06/1

315 SONOTEX BLACK COMBI / GREY COMBI 06/1

356 SONOTEX BLACK COMBI / GREY COMBI 06/1

406 SONOTEX BLACK COMBI / GREY COMBI 06/1
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TEXO CONNECTOR AL STRECH TEXDO® HVA

it ‘«“n‘mw-mu ”’““f““‘t

DESCRIPTION AND APPLICATION I

TEXO CONNECTOR AL STRECH is made of semi flexible duct consists of single layer corrugated perforated aluminium AL 99,5.
The duct is standard fitted with stainless steel caps on both ends. Caps are used for easy connection to any rigid ductwork,
pipes and fitings.

TEXO CONNECTOR AL STRECH is designed for air conditioning systems, ventilation systems.

Resolves the problems of measures inaccuracy and saves the time of installation and material.

& Application temperature : from -30°Cto +250°C C  Diameters: from 80 mm to 315 mm — Lengths:0.5m,1.0m, 1.5m

# Ar.Code: (N +TYPE +Al/ length ] Color: silver

Diameter Ar.Code LEN GTH
80 aN@ALoso/ B
100 Nl AL100/ B) 0.5 meter
125 CNEB AL 125/ BB 1 meter
150 CNEBAL150/ B 1.5 met
160 N AL 160/ ) 0 Mever
180 CNEBAL180/ B *otherdimensions
200 CNIg AL200/ B up onrequest
250 CNg AL250/ )
315 CNEBAL315/ D)
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TEXO CONNECTOR ACU TEXDO® HVAC

-

DESCRIPTION AND APPLICATION I

TEXO CONNECTOR ACU is a semi flexible sound attenuator consists of single layer corrugated perforated aluminium

AL 99.5 inner duct and provided with a laminated aluminium and polyester outer jacket. The space between the inner and outer
duct is filled with 25 mm sound absorbing material. The duct is standard fitted with stainless steel caps on both ends.

Caps are used for easy connection to any rigid ductwork, pipes and fitings.

TEXO CONNECTOR ACU is designed for air conditioning systems, ventilation systems and machine noise

reduction. Resolves the problems of measures inaccuracy and saves the time of installation and material.

& Application temperature : from-30 °Cto +140°C C  Diameters: from 80 mm to 315 mm — Lengths:0.5m,1.0m,1.5m

# Ar.Code: CN +TYPE + AC/ length ] Color: silver

A

Diameter Ar.Code LENGTH

80 N @ Acoso/ B

100 N Ac 100/ B 0.5 meter

125 CNE ACT25/ B) 1 meter

150 CN g AC 150/ B 1.5 meter

160 N - ) '
180 *other dimensions
200 CN g AC200/ B up onrequest
250 AC250/ B3

315 CNE AC315/ )
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TEXO CONNECTOR ACU PE TEXDO® HVAC

DESCRIPTION AND APPLICATION I

TEXO CONNECTOR ACU PE is a semi flexible sound attenuator and consists of single layer corrugated perforated
aluminium AL 99,5 inner duct and provided with polyethylene outer jacket. The space between the inner and outer duct
is filled with 25 mm sound absorbing material. The duct is standard fitted with stainless steel caps on both ends.

Caps are used for easy connection to any rigid ductwork, pipes and fitings.

TEXO CONNECTOR ACU PE is designed for air conditioning systems, ventilation systems and machine

noise reduction. Resolves the problems of measures inaccuracy and saves the time of installation and material.

& Application temperature : from-30 °Cto +140°C C  Diameters: from 80 mm to 315 mm — Lengths:0.5m,1.0m, 1.5m

# Ar.Code: (N +TYPE + ACPE / length ] Color: G-grey

a1 B

Diameter Ar.Code LENGTH

80 CN D AcPeoso/ B

100 0.5 meter

Eg 1 meter

360, 1.5 metler )
180 *other dimensions
200 CN W ACPE200/ ) up onrequest
250 ACPE250/ |8)

315 CN I ACPE315/ )
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TEXO CONNECTOR SONO TEXDO® HVAC

DESCRIPTION AND APPLICATION I

TEXO CONNECTOR SONO is a thermal and reduction noise insulated flexible duct. Inner duct is made of perforated
multilayer, polyester laminated aluminium foil. It is provided with multilayer aluminium and polyester outer jacket. The space
between the inner and outer duct is filled with 25 mm thick, glass wool. The duct is standard fitted with stainless steel caps
on both ends. Caps are used for easy connection to any rigid ductwork, pipes and fitings.

TEXO CONNECTOR SONO is designed for air conditioning systems, ventilation systems and machine noise

reduction. Resolves the problems of measures inaccuracy and saves the time of installation and material.

& Application temperature : from-30 °Cto +140°C C  Diameters: from 80 mm to 315mm — Lengths:0.5m,1.0m, 1.5m

# Ar.Code: (N +TYPE+ S0/ length ] Color: silver

A

Diameter Ar.Code LENGTH
80 CN W soo0s0/ B
100 0.5 meter
:ég 1 meter
160, 1.5 metler )
180 * other dimensions
200 CN W 50200/ B up onrequest
250 50250/ &)
315 CNighso315/ B
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TEXO CONNECTOR NW

DESCRIPTION AND APPLICATION I

TEXO CONNECTOR NW is a semi flexible sound attenuator consists of Non-Woven anti-bacterial flexible inner duct

and provided with a laminated aluminium and polyester outer jacket. The space between the inner and outer duct is filled
with 25 mm sound absorbing material. The duct is standard fitted with stainless steel caps on both ends. Caps are used for
easy connection to any rigid ductwork, pipes and fitings.

TEXO CONNECTOR NW is designed for air conditioning systems, ventilation systems and machine noise reduction.

Resolves the problems of measures inaccuracy and saves the time of installation and material.

& Application temperature : from-30 °Cto +60 °C C  Diameters: from 80 mm to 315 mm — Lengths:0.5m,1.0m, 1.5m

# Ar.Code: CN +TYPE + NW/ length ] Color: silver

A

Diameter Ar.Code LEN GTH

80 CN W Nwoso/ B

100 0.5 meter

12; 1 meter

160 15 met.er )
180 *otherdimensions
200 up onrequest
250

315 CNg Nw315/ )

TEHNOEXPORT 29 T 507 0)22/553.453, 560735 fo 561417

e-mail: t.com, www. t.com




TEXO CONNECTOR COMBI BLACK/GREY

DESCRIPTION AND APPLICATION I

TEXO CONNECTOR COMBI BLACK/GREY a flexible sound attenuator consists of a perforated aluminum

laminated inner duct and provided with COMBI outer jacket. The space between the inner and outer duct is filled with 25mm
sound absorbing material. The duct is standard fitted with stainless steel caps on both ends.

Caps are used for easy connection to any rigid ductwork, pipes and fitings.

TEXO CONNECTOR COMBI BLACK/GREY is designed for air conditioning systems, ventilation systems and machine noise

reduction. Resolves the problems of measures inaccuracy and saves the time of installation and material.

& Application temperature: from-30°C to+140°C O Diameters:from80mmto315mm —>  Lengths: 05m,1m,15m

#  Ar.Code: (N + type-+ (O + color + diameter / length JI Color: D-Black, G-Grey

Diameter Ar.Code LENGTH

80 N (gl co @ oso /B

100 cN@dco@ 100/ 0.5 meter

125 N o 125/B) 1 meter

150 cN g co@ 150/ 15 mict

160 cN g co@ 160/ B meler .
200 N (g co @200 /) *other dimensions
250 N il co@ 250 /) up onrequest
315 N o315/

TEHNOEXPORT D.0.0. / SERBIA, INDJUJA, Jovana Popovica 43
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TEXODAMP SEMIRIGID TEXDO® HVAC

DESCRIPTION AND APPLICATION I

TEXODAMP SEMIRIGID is a sound attenuator made of perforated one layer corrugated aluminium AL 99,5

as the basic duct, thermal insulation of glass wool 25 or 50 mm thick and external duct formed from one layer

of corrugated aluminium AL 99,5.

TEXODAMP SEMIRIGID is a semi flexible lightweight, thermally insulated sound attenuator, designed for the installation

in ventilation and air conditioning systems for noise reduction.

& Application temperature : from -30 °Cto +250 °C C Diameters: from 80 mmto 315 mm —> Lengths:0.5m, 1m
# Ar.Code: DSRY(X) + diameter / length # Color: silver

Internal diameter @=D Name Standard length
Imm/ Im/

80 TEXODAMP SEMIRIGID (X) 05/1

100 TEXODAMP SEMIRIGID (X) 0.5/1

125 TEXODAMP SEMIRIGID (X) 05/1

150 TEXODAMP SEMIRIGID (X) 0.5/1

160 TEXODAMP SEMIRIGID (X) 05/1

180 TEXODAMP SEMIRIGID (X) 05/1

200 TEXODAMP SEMIRIGID (X) 0.5/1

250 TEXODAMP SEMIRIGID (X) 05/1

300 TEXODAMP SEMIRIGID (X) 05/1

315 TEXODAMP SEMIRIGID (X) 05/1

(X) = glass wool thickness (25) or (50)
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TEXODAMP RIGID

DESCRIPTION AND APPLICATION I

TEXODAMP RIGID is a rigid sound attenuator, made of perforated sheet metal inner duct, as the basic duct, thermal
insulation of glass wool 50 mm thick and external smooth duct made of metal sheet. The space between the inner duct
and glass wool is covered with Non-Woven anti-bacterial fabric.

TEXODAMP RIGID is lightweight, thermally insulated sound attenuator designed for the installation in ventilation and

air conditioning systems for noise reduction.

& Application temperature : from -30 °Cto +250 °C C Diameters: from 80 mmto 315 mm — Lengths:0.3m,0.6m,0.9m
# Ar.Code: DRY -+ diameter / length ] Color: silver
Internal diameter @=D Name Standard length
Imm/ Im/
80 TEXODAMP RIGID 03/06/09
100 TEXODAMP RIGID 03/06/09
125 TEXODAMP RIGID 03/06/09
150 TEXODAMP RIGID 03/06/09
160 TEXODAMP RIGID 03/06/09
180 TEXODAMPRIGID 03/06/09
200 TEXODAMP RIGID 03/06/09
250 TEXODAMP RIGID 03/06/09
315 TEXODAMP RIGID 03/06/09
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TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE TEXDO® HVAC

A4

S &5

DESCRIPTION AND APPLICATION I

TEXOFLEX SLEEVE and TEXOFLEX SLEEVE PE are made of jacket and glass mineral wool with a thickness of 25 mm.
TEXOFLEX SLEEVE is made of polyester laminated aluminum jacket and TEXOFLEX SLEEVE PE is made of polyethilene jacket.
Sleeves are produced with a plastic barrier, which make mounting easier.

TEXOFLEX SLEEVE and TEXOFLEX SLEEVE PE are suitable for preventing condensation and energy loss.

Sleeves are used as insulation for any rigid ventialtion system, especially spiro duct work.

& Application temperature : from -30 °Cto +140 °C C  Diameters: from 82 mm to 508 mm — Length: 10m
# Ar.Code: T+ Construction + diameter / length ~ ((( Construction: SL (SLEEVE) / SLPE (SLEEVE PE) l Color: silver, grey
Internal diameter @=D Name Standard length

/mm/ Im/

82 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

102 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

127 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

133 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

140 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

152 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

160 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

165 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

180 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

203 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

229 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

254 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

280 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

305 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

315 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

356 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

406 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

457 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10

508 TEXOFLEX SLEEVE / TEXOFLEX SLEEVE PE 10
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TEXOFLEX WHITE PVC RECTANGULAR
TEXOFLEX GREY PVC RECTANGULAR TEXDO® HVAC

DESCRIPTION AND APPLICATION I

TEXOFLEX PVC RECTANGULAR duct is made of PVC foil reinforced with spiral high tension steel wire. Due to its
exceptional flexibility can be easily installed on rectangular connectors.
TEXOFLEX PVC RECTANGULAR duct is lightweight, flexible duct designed for the installation in ventilation systems.

This duct is made for low and medium preassure ventilation systems.

& Application temperature : from-20°Cto +70°C C  Dimensions: given in the table —> Lengths:3m,6m
# Ar.Code: TP + Color + M + dimensions / length ] Color: G-grey, W-white
Internal dimensions Name Standard length
Imm/ Im/
100x40 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
110x54 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
115x55 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
140x54 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
150x80 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
185x65 TEXOFLEX WHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
222x58 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
220x90 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
175x75 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
200x80 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
230x80 TEXOFLEXWHITE PVCRECTANGULAR /GREY PVCRECTANGULAR 3/6
185x65 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
200x80 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
169x77 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
222x89 TEXOFLEXWHITE PVCRECTANGULAR /GREY PVCRECTANGULAR 3/6
227x95 TEXOFLEXWHITE PVCRECTANGULAR / GREY PVCRECTANGULAR 3/6
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TEXOFLEX WHITE RECTANGULAR 1 )
TEXOFLEX GREY RECTANGULAR 1 TEXDO® HVAC

DESCRIPTION AND APPLICATION I

TEXOFLEX RECTANGULAR 1 duct is made of polyester fabric both sided coated with self-extinguishing PVC reinforced with
spiral high tension steel wire. Due to its exceptional flexibility can be easily installed on rectangular connectors.

TEXOFLEX RECTANGULAR 1 duct is a lightweight, flexible duct designed for the installation in ventilation systems.

& Application temperature : from -25 °Cto +70°C O Dimensions: given in the table — Lengths:3m,6m
# Ar. Code: TP+ Color + M + diameter / length ] Color: G-grey, W-white
Internal diameter @=D Name Standard length
/mm/ Im/
222x58 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
150x70 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
115x55 TEXOFLEXWHITE RECTANGULAR 1/ GREY RECTANGULAR 1 3/6
110x54 TEXOFLEXWHITE RECTANGULAR 1/ GREY RECTANGULAR 1 3/6
145x65 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
150x80 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
185x65 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
200x80 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
220x54 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
220x80 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
220x90 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
224x116 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
230x58 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
230X80 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
230x70 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
175x75 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
169x77 TEXOFLEXWHITE RECTANGULAR 1 /GREY RECTANGULAR 1 3/6
222x89 TEXOFLEXWHITE RECTANGULAR 1/GREY RECTANGULAR 1 3/6
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RECTANGULAR

DESCRIPTION AND APPLICATION I

IZOTEX RECTANGULAR is made of TEXOFLEX RECTANGULAR 1 inner duct as the basic duct, thermal insulation

of glass wool 25 mm thick and external jacket made of polyester laminated aluminium foil.

Due to its exceptional flexibility it is easy to install on rectangular connectors.

IZOTEX RECTANGULAR is lightweight, flexible, thermally insulated duct designed for the installation in ventilation and

air conditionig systems.

& Application temperature : from-25 °Cto +70°C C Dimensions: given in the table —> Lengths:3m,6m
# Ar.Code: TPGIY25) + dimensions / length ] Color: silver
Internal dimensions Name Standard length
/mm/ Im/
222x58 IZOTEX RECTANGULAR 3/6
150x70 IZOTEX RECTANGULAR 3/6
115x55 1ZOTEX RECTANGULAR 3/6
110x54 IZOTEX RECTANGULAR 3/6
145x65 IZOTEX RECTANGULAR 3/6
150x80 IZOTEX RECTANGULAR 3/6
185x65 IZOTEX RECTANGULAR 3/6
200x80 IZOTEX RECTANGULAR 3/6
220x54 IZOTEX RECTANGULAR 3/6
220x80 IZOTEX RECTANGULAR 3/6
220x90 1ZOTEX RECTANGULAR 3/6
224x116 IZOTEX RECTANGULAR 3/6
230x58 IZOTEX RECTANGULAR 3/6
230X80 1ZOTEX RECTANGULAR 3/6
230x70 IZOTEX RECTANGULAR 3/6
175x75 IZOTEX RECTANGULAR 3/6
169x77 IZOTEX RECTANGULAR 3/6
222x89 IZOTEX RECTANGULAR 3/6
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OUT COMPAN

The company was established in the year 1953, as a family company and small

workshop. The company changed it's name to Tehnoexport since 1992.

Now, Tehnoexport is leading manufacturer company of HVAC products
and systems and sanitary equipment .

Tehnoexport produce a wide range of products from the group of ventilation
and air conditioning, starting from semi-flexible aluminum ducts, pvc ducts,
non-insulated laminated and insulated ducts. Beside them, diffrent types of

sound attenuators and accessories complete our offer.

On the other side, we have production of sanitary equipment with wide range

of flexible siphons, floor drains and bathroom accessories.

Tehnoexport has a great reputation for their best quality and prompt supplies,
hence, our company products are being specified in various prestigious

projects all over the world.

By achieving successful business results and building partnerships with foreign
companies, Tehnoexport record growth year on year primarily through sales

of products in foreign markets.

Continuous successful business was due to the modern way of work and the
organization of work, implementation of international experience and
knowledge of professional staff that responds quickly and efficiently. The

results achieved have created the prerequisites for stable operation of the

company and continual growth.
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